











Diverter Gully

(as specified in FNMS 5A)

Yard Inlet: 150mm Twin Wall

Effluent Outlet: 150mm Twin Wall
Storm Water Outlet: 150mm Twin Wall
Riser Options: 600mm Twin Wall Pipe

Effluent diverter chamber for use with yard drainage systems

T Fiufir e e

—

i M Mg

LY ’

System can be used in one of three ways
depending on the drainage design:

« A Permeable Attenuation System
« An Impermeable Attenuation System
+ An Infiltration / Soak Way System
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APPROVED
Certificate No: PT/273/0608
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HydroCell Stormwater Management System
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An Alternative method of underground storage of
stormwater at a very economical cost.

« Cost effective
« Technical assistance
«» On-site consultation
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- Lightweight rigid design

» Modular construction

« Fast installation

« Various strengths available
- Silt management system

CEATFCATE fin D2/ HDEE
Hydro-Valve
The Hydro-Valve is a vortex

flow control device for
controlling stormwater flow
to a specific rate before

discharge into a local storm
drain or water course.

Sizes are available between 1 - 200 I/s
kdepending on head height

/ WPB-3T: Wood Pellet Bin

JFC Wood Pellet bin is waterproof
and condensation free, making it
the ideal solution for storing wood
pellets externally

Dimensions: 2.05n x H2.7M
Capacity: 3.3 Tonne
Volume: 5 Cubic Meters
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Protective Vehicle Inserts ' ~N
- Protects the inside of your jeep @ ISUz2u
- Can be fitted or removed in minutes
- It will help insure you of a good resale value
‘ROVER
Avallable for many popular brands of 4 x 4 @ TOYOTA )
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Contact Details

Head Office Ireland
JFC Manufacturing

Weir Rd, Tuam,

Co Galway

Ireland

Tel: (+) 353 93 24066

Skype Tel: JFC Ireland

Fax: (+) 353 93 24923

Email: info@jfc.ie

Web: www.jfc.ie

UK Sales Office

JFC Manufacturing (Europe) Ltd
Maes Y Clawdd Industrial Estate,
Maesbury Road, Oswestry
Shropshire, SY10 8NN,

UK

Tel: (+) 44 (0) 1691 659226
Fax: (+) 44 (0) 1691 659344
Email: info@ jfcuk.com

Web: www.jfcuk.com

It is believed that the information and dimensions given in this publication are correct.
The products marketed by the company are, however subject to continuous development and the company,
therefore reserves the right to alter information without notice. Copyright JFC, 2009 QAPC August 2009 Rev 001.

Dutch Sales Office
JFC Manufacturing (Europe) Ltd
De Kamp 2A,

9231 Br Surhuisterveen,
Holland

Tel: (+) 31 (0) 512 366440
Fax: (+) 31 (0) 512 360420
Email: info@jfceurope.com
Web: www.jfceurope.com

JFC Recycling
Division

JFC Plastics Ltd

Hardwick Road,

Astmoor Industrial Estate,
Runcorn, Cheshire, WA7 1PH,
UK

Tel: (+) 44 (0) 1928 583390
Fax: (+) 44 (0) 1928 580941
Email: info@jfcplastics.com
Web: www.jfcplastics.com

www.jfc.ie

Polish Sales Office
JFCPolska SP zo. 0
Trojany—Karpin 1A,

05-252 Dabrowka,

Poland

Tel: (+) 48 (0) 297 578377
Fax: (+) 48 (0) 297 578201
Email: info@jfcpolska.com
Web: www.jfcpolska.com

JFC Plastics Ltd

Unit 6, Goldicote Business Park,
Ettington,

Nr Stratford-upon-Avon,
Warwickshire, CV37 7NB,

UK

Tel: (+) 44 (0) 1789 740102
Fax: (+) 44 (0) 1789 740037
Email: info@jfcuk.com

Web: www.jfcuk.com




