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AI1

AI Storage Box
• Keeps your AI kit safe and tidy.
• Fitted with storage shelf and key

for locking lid
Colour: Blue
Ext Dimension: (") 27 x 21 x 31.5

JFC Road Traffic Cones

MS001

Medi-Safe
• Safely store chemicals and medicines in

a lockable cabinet
• Ideal for storing all your First Aid items
• Fitted with shelf, lock & keys
Colour: Blue
Ext Dimensions: (") 22 x 14 x 24 /
(mm): 550 x 350 x 609

Storage Units
Suitable for storage of all chemical & pesticides
• Perforated RUST proof shelving

• 250kg shelf loading capacity

• 125 Ltr Bund capacity for containment of spillages

• Drain plug fitted for easy cleaning

YTC01 Blank Yellow Cone
YTC02 Machinery Crossing
TYC03 Silage Crossing
YTC04 No Parking
YTC05 Cows Crossing
YTC06 Wet Floors
YTC07 Hedge Cutting
YTC08 Mud in Road

SC01

Chemical Storage Cabinet
Colours: Blue & Yellow
Ext Dimension: 1220mm (l) x 520mm(w) x 1310mm (h)

NEW!

Lockable Lid

Storage Shelf
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ATV Tipping Trailers

• JFC Tipping Trailer is the perfect accessory for towing behind ATV’s.
• With its large carrying capacity and compact dimensions, laborious tasks

are made easy.
• Also suitable for use with compact tractors and ride-on mowers

ATV-T

All Terrain Vehicle Tipping Trailer
Fitted with/ fully galvanised steel chassis (Lever Ball Hitch)
Colours: Green
Ext Dimensions:
(mm) 2515 x 1448 x 940 / (") 99L X 57 W X 37 H

TWB6

2 Wheel Tipping Trailer
Fitted with galvanised chassis
Colours: Blue
Ext Dimensions: (mm) 1700 (l) x 800 (w) x 780 (h)

This one piece moulded polyethylene body is totally weather resistant and with carrying capacity of 500kg is
suitable for a large range of applications.

Ideal for use by:
• Greenkeepers
• Grounds Men
• Landscapers
• Farmers

• Contractors
• Nurseries
• Local

Authorities

www.jfc.ie
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Wheelbarrows & ATV Carrier Boxes

ATV-CBS

ATV CARRIER Box
150 litre capacity (without lid)
Ext Dimensions: 810mm (l) x
950mm (w) x 385mm (h)

ATV-CBD

ATV CARRIER Box
200 litre capacity (without lid)
Ext Dimensions: 810mm (l) x
950mm (w) x 650mm (h)

ATV-CBL

ATV Carrier Box Lid
(Sold separately) to suit Carrier Box

ATV Carrier Boxes
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TWB2

3 Wheel Barrow
Fitted with galvanised chassis
Colours: Green or Blue
Ext Dimensions: (mm) 1575
865 x 720 / (") 62 x 34 x 30
Capacity: 255 Litres / 200 kg

TWB3

2 Wheel Tipping Barrow
Fitted with galvanised chassis
Colours: Green or Blue
Ext Dimensions: (mm) 2190 x
1100 x 910 / (") 86.5 x 43.5 x 36
Capacity: 500 Litres / 500kg

• Strong, durable and
maintenance free

• Ideal for fencing jobs,
carrying tools or buckets

• Optional Lockable Lid for
security

• Fits rear of most quads

TWB-G

2 wheel Barrow
Fitted with galvanised chassis
Colours: Green or Blue
Ext Dimensions:
(mm) 1800 x 865 x 720
(") 71 x 34 x 30
Capacity: 255 Litres / 200 kg

TWB5

2 Wheel Tipping Barrow
Fitted with Galvanised Chassis
Colours: Blue
Ext Dimensions: (mm) 1830 x
860 x 860 / (") 72 x 34 x 34
Capacity: 255 Litres / 200kg

1021451020

Slim Line Barrow
Fitted with galvanised chassis
Colours: Green
Ext Dimensions:
L1200 x W630 x H800 mm
Optional Extras: Internal
Divider & Lid
Capacity: 250 Ltr

• JFC wheelbarrow range is ideally suited for
various jobs in and around your yard & stables

• Come with heavy duty pneumatic roller-bearing
wheels on a galvanised chassis.

• Even filled to capacity these barrows have a
free flowing motion, making them ideal for both
farm & stable work
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CorriPipe™ & Fittings
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CorriPipe™ is a Twin Wall high density
polyethylene pipe manufactured from 100%
recycled plastic. The Pipe is manufactured in an
extrusion process, which forms two pipes, and
heat welds them together as they are formed.
The outside wall is corrugated whilst the inside
wall is smooth.

Applications

Fittings & Accessories

Features &
Benefits

CorriPipe™ Bends
Range of bends including 30º, 45º
and 90º from 150mm to 300mm
available from stock.

CorriPipe™ Equal Tees
Range of sizes of equal Tee’s
from150mm to 300mm available
from stock.

CorriPipe™ Unequal Tees
Range of sizes of unequal Tee’s
from 150mm to 300mm available
from stock.

• Lightweight (6 Meter Lengths)
• Strong (Twin walled and

Corrugated)
• Smooth inner wall for increased

flow capacity
• Resistant to naturally occurring

chemicals
• Can be installed at depths from

0.5 to 10 metres
• Full range of fittings available
• BBA, HAPAS Roads & Bridges

Agrement Certificate No 02/H069
• Reduced Plant and Labour costs
• Faster Installation as 6 meter

lengths mean fewer joints
• Elimination of waste compared to

traditional pipe
• Pipe can easily be cut on site

CorriPipe™ is suitable for use in Civil Engineering, Agriculture and other
sub soil applications. This pipe is available perforated, unperforated
and half perforated, which broadens the range of applications for
which it is used.

Nominal I/D 94mm 150mm 225mm 300mm 375mm 450mm 600mm

Nominal O/D 110mm 180mm 268mm 355mm 426mm 510mm 675mm

Product Specific Brochure Available
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CorriPipe™ & Fittings
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CorriPipe™ Adaptors
To connect twin wall to single wall sewer are available from 150mm for 6", 9" & 12" pipes

CorriPipe™ Equal Wyes & Unequal Wyes
Range of sizes from 150mm to 300mm available from Stock

CorriPipe™ Sewer Tees’s
To T-off Twin Wall Pipe to 4inch/6inch single wall sewer.

CorriPipe™ Fabricated Fittings
All of the above are available to order in larger sizes i.e. 375mm, 450mm, and 600mm

RG05 is a specially developed
road gully designed to meet
the requirements for a shallow
gully and pavement repair
work. RG05 will accept 150mm
twin-wall pipe.

Rg04 is a specially developed
road gully designed to meet
requirements for a shallow
gully & pavement repair work

RG03
Ø450 X 750 Deep

RG01
Ø 375 X 760 Deep

RG05
390 Long X
315 Wide X
390 Deep

RG04
390 Long X 315
Wide X 390 Deep

RG05 and YG01 are
designed to accept a
390 x 315 mm clear
opening heavy duty
road grate as
demonstrated above.
(Not Supplied).

The RG01 and RG03
will also accept this
heavy duty road grate
when block work has
been carried out.

YG01
940 long x 698 wide
x 450 Deep

Gullies

JFC Polyethylene gullies offer a direct alternative to Precast gullies
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Rain Water Harvesting
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Want to reduce
your water
charges by as
much as 50%?
Our House & Garden
Systems are:
� Easy to Install & Maintain

�Offered with Self Cleaning
Filters giving 95% water yield

� Economically Priced

�Offered with a 15 year Warranty

Commercial & Farm
Rainwater Systems
Simple & effective solution
for:
• Vehicle Wash Down Systems

• General Power Washing &
Cleaning

• Water Reserve for
Factories/Schools

• Farmyard Applications

• Varying Pump Options Available

• Systems from 1000ltrs ….Upward

• Modular Tank System Suitable
for Future Expansion Plans.

Power-Rain Pump Package
Wall mounted unit with integrated mains switch over in
dry weather. 1.5hp pump with a maximum working
pressure of 4 BAR and maximum discharge of 100 l/min.

Eco-Rain Pump Package 1
Floor mounted unit with independent mains top up in
tank for dry weather. 1.0hp pump with a maximum
working pressure of 4 BAR and maximum discharge of 80
l/min.

Eco-Rain Pump Package 2
Floor mounted unit with independent mains top up in
tank for dry weather. 2.0hp pump with a maximum
working pressure of 4.5 BAR and maximum discharge of
140 l/min.

Note: Maximum pumped distance is dependent of pipe
size, pumped height and pumped distance.
Contact JFC for more information.

LET US HELP

YOU REDUCE

YOUR WATER

CHARGES!

LET US HELP

YOU REDUCE

YOUR WATER

CHARGES!

Options Available:
1. Underground –

Single or Modular System

2. Overground –
Single or Modular System

Product Specific Brochure Available
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JFC Earth-wood
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Advantages:
� Long Lasting & Durable

� Virtually Maintenance Free (Cleaning only)

� Slip Resistant Surface

� EN 15534-1 approved

� No Wet or Dry Rot

� No Splinters

� Highly Flexible

� No Stain Oil or Preservation Required

� Environmentally Friendly

� Sustainable Alternative to Hardwood

Profiles:
• Natural (Smooth Finish)

• Marine Profile (Grooved Finish)

Range of Colours:
• Granite

• Havana

• Burnt Earth

• Terracotta

Dimensions:
• 135mm (w) x 25mm (h) x 4800mm (l)

• 135mm (w) x 30mm (h) x 4800mm (l)

• 90mm (w) x 45mm (h) x 4800 (l)

• 160mm (w) x 25mm (h) x 4800 (l)

JFC Earth-wood Composite Decking & Cladding products have used on a
wide variety of commercial & residential projects throughout Ireland, UK
& Europe. Our clients include government bodies, county councils, marine
designers and builders, commercial developers, landscape and decking
installation companies.

Product Specific Brochure Available
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Accessories
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CST8

CHC2

CHC1
CFB1

CTC

LT1 CT1 CT3 CT5 CT6 CT2

DOF1

DWDOF1

BVMB

DOF2 DOF3 DOF4

DBL-B

WBW WBW1 QW

CST8 8" Castor Wheel and Plate

WBW Wheel Barrow Wheel with Bearings

WBW1 Wheel Barrow Wheel 4.80/4.00 –8 6 ply
Road Tyre

QW All Terrain (Quad) wheel 20 x 10.00/8

DBL-B Drink Bowl Brackets

CFB1 Calf Feeding Bottle with Red Teat 2 LT

CHC2 Collar

CHC1 Chain

CTC Calf Teat complete

CT2 Lamb Teat

CT3 Calf Teat

CT5 Peach Teat

CT6 Inverted Teat

DOF1 1" Drain-off - suitable for DBL, KDBL,
DT180, DT250, DT350 and EQ10

DOF2 1/2" Drain off - suitable for
EQ1, EQ2 & EQ5

DOF3 Drain-off suitable for DT450

DOF4 Rubber Stopper for DBL4 and EQ3

DWD0F1 Dairy Wash Drain-off

DOF4 Rubber Stopper for DBL4 and EQ3

DWDOF1 Dairy Wash Drain-off

BV-MB Float suitable for DBL3 and DBL4

BVF1 Red 6" Ball Float

BV 3/4 Part Two Valve Three Quarter (uk)
(DT180—DT450)

BV9 Standard 1/2" High Pressure Valve
with 9" arm

BV6 Standard 1/2" High Pressure Valve with
6" arm

BVF3 Cheese Float
(Orange 3" Ball Float KDBL2)

BV-MB-U Red Square Float and Brass Connector

BV 3/8 White Square Foat and Brass Connector
(Insulated Drinkers)

BV-DBL5 Nose Valve (DBL5)

BVF1 BVF3

BV9 & BV6 BV 3/4’S

BV 3/8BV-MB-U
BV-DBL5
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Diverter Gully

Effluent diverter chamber for use with yard drainage systems
(as specified in FNMS 5A)
Yard Inlet: 150mm Twin Wall
Effluent Outlet: 150mm Twin Wall
Storm Water Outlet: 150mm Twin Wall
Riser Options: 600mm Twin Wall Pipe

HydroChamber – Stormwater Management System

System can be used in one of three ways
depending on the drainage design:

• A Permeable Attenuation System

• An Impermeable Attenuation System

• An Infiltration / Soak Way System

Hydro-Valve

The Hydro-Valve is a vortex
flow control device for
controlling stormwater flow
to a specific rate before
discharge into a local storm
drain or water course.

Protective Vehicle Inserts

Sizes are available between 1 – 200 l/s
depending on head height

Certificate No: PT/273/0608

HydroCell Stormwater Management System

An Alternative method of underground storage of
stormwater at a very economical cost.

• Lightweight rigid design
• Modular construction
• Fast installation
• Various strengths available
• Silt management system

• Cost effective
• Technical assistance
• On-site consultation

WPB-3T: Wood Pellet Bin

JFC Wood Pellet bin is waterproof
and condensation free, making it
the ideal solution for storing wood
pellets externally

Dimensions: 2.05n x H2.7M
Capacity: 3.3 Tonne
Volume: 5 Cubic Meters

• Protects the inside of your jeep
• Can be fitted or removed in minutes
• It will help insure you of a good resale value
• Available for many popular brands of 4 x 4

NEW!
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Contact Details
Head Office Ireland
JFC Manufacturing

Weir Rd, Tuam,

Co Galway

Ireland

Tel: (+) 353 93 24066

Skype Tel: JFC Ireland

Fax: (+) 353 93 24923

Email: info@jfc.ie

Web: www.jfc.ie

UK Sales Office
JFC Manufacturing (Europe) Ltd

Maes Y Clawdd Industrial Estate,

Maesbury Road, Oswestry

Shropshire, SY10 8NN,

UK

Tel: (+) 44 (0) 1691 659226

Fax: (+) 44 (0) 1691 659344

Email: info@ jfcuk.com

Web: www.jfcuk.com

Dutch Sales Office
JFC Manufacturing (Europe) Ltd

De Kamp 2A,

9231 Br Surhuisterveen,

Holland

Tel: (+) 31 (0) 512 366440

Fax: (+) 31 (0) 512 360420

Email: info@jfceurope.com

Web: www.jfceurope.com

JFC Recycling
Division
JFC Plastics Ltd

Hardwick Road,

Astmoor Industrial Estate,

Runcorn, Cheshire, WA7 1PH,

UK

Tel: (+) 44 (0) 1928 583390

Fax: (+) 44 (0) 1928 580941

Email: info@jfcplastics.com

Web: www.jfcplastics.com

Polish Sales Office
JFC Polska SP z o. o

Trojany—Karpin 1A,

05-252 Dabrowka,

Poland

Tel: (+) 48 (0) 297 578377

Fax: (+) 48 (0) 297 578201

Email: info@jfcpolska.com

Web: www.jfcpolska.com

JFC Plastics Ltd
Unit 6, Goldicote Business Park,

Ettington,

Nr Stratford-upon-Avon,

Warwickshire, CV37 7NB,

UK

Tel: (+) 44 (0) 1789 740102

Fax: (+) 44 (0) 1789 740037

Email: info@jfcuk.com

Web: www.jfcuk.com


